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REV A - BLUE LINE BOUNDARY SHOWN TO BANKSIDE OF RIVER - DEC 15
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Outline Landscape Plan (to be 
read in conjunction with the site 
plan) 

Native hedging mix used for 
rural/agricultural applications, including 
exposed upland sites would be 
Hawthorn (70%), Blackthorn (20%), 
Hazel (5%) and Dog rose (5%). Hedge 
will be protected with stock fence to 
ensure establishment. 

Woodland belt, 10 metres deep containing 20% 
Beech, 30% birch, 20% Alder, 10% Holly, and 20% 
Ash. Transplants to be planted at 2 metre intervals 
with “skeins and clumps of species to avoid 
“regimented look” 

Dry stone dyke with height of 2’6” 
to ensure driver visibility either 
side of the entrance, curved 
around the bell mouth built to 
road dept specifications. 

New stock fence 

Field access 
through gate 

Wild flower meadow – 
12 ft strip either side of 
the access road. No 
grazing access 

Native woodland thicket planting, 5 m to 
10 m wide to contain mix of Birch, Willow, 
Aspen and alder at 2 metre intervals with 
the existing extensive trees retained. 
Careful consideration to “flowing” the 
new planting into the existing woodland. 

Alder and Willow planted along river bank 
as advised in the Otter Species Protection 
Plan 

 



REV A - BLUE LINE BOUNDARY SHOWN TO BANKSIDE OF RIVER / PLANTING SHOWN - DEC 15

REV B - FIELD ACCESS OPP CHURCH NOTE OMITTED - DEC 15

REV C - ROADS INFO ADDED / LANDSCAPING INFO ADDED - JAN 16

REV D - TRAILER TURNING AREA INCREASED AND SWEPT PATHS SHOWN - JAN 16

REV E - SIGN POSITIONS ADDED - JAN 16
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Client:

scales: date:

Site:

Dwg No: rev:

1:500 @ A1 May '13

Planning Permission

Site Plan

SF21775.1.SP1

Proposed New Outdoor Horse Livery

& Associated House,

Ground opposite Ballimore, 

Nethybridge

45000

Alasdair & Ingrid Kendal

foul water 
soakaway 
from bio disc, 
min. 5m from 
buildings and 
boundaries

Wood Storage Point
wood storage point for secondary

heating wood burning stove  for dwelling
> 160 m2

min. 5m3 (as per table for secondary
heating) min. dimensions,

1.8mwide,1.2m deep, 2.4m high, min.
1.0m from boundary, min. 1.8m from

buildings, timber storage point (timber
shiplap construction shed) with dry

covering / felt roof over, and to be raised
above ground timber base over concrete

slab base to keep dry.

outside drying space
provided , providing
min. 1.7m of clothes
drying per apartment

surface water 
drainage to 
soakaway formed 
within field to BRE 
Digest 365, min. 5m 
from buildings and 
boundaries plus min 
10m from road

ACCESS LAYBY
- SB2 SERVICE BAY LAYOUT  lay-by  provided, lay-by  together with the first 8m
of driveway are to be finished in tarmac to  Local Authority Roads Dept (as below)

- Spec. - 250mm sub-base material to Clause 803, 60mm of 20mm nominal size
dense asphalt concrete to Clause 906 , with 40mm of 14mm nominal size  close

graded macadam  asphalt concrete to Clause 912..
- Lay-by laid and shaped so that surface water will not discharge on to the road.

- Gradient of the first 8m of access shall no be steeper than 1:40, and any entrance
gates to be no less than 8.0m from edge of road and open inwards/

- 500mm wide clear verge to be provided to rear of bitumous surface
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traffic approaching 
from south west 
slightly slower due 
to bends, dips and 
bridge crossing 
burn
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- roof - natural slate
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inspection / 
sampling chamber, min. 
300mm dia. with 150mm 
depth below bottom of 
inlet pipe (inlet pipe to 
overhang min. 75mm)

120m x 9.0m 
visibility splay 
clear

90m x 9.0m 
visibility splay 
clear

no obstructions with visibility splays ie 
fences / heading higher than 0.85m 
and to be maintained at max 0.85m 
height

all existing trees on land to remain

all existing trees on land to remain
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applicant to pay / cover cost for 
new road signage and road 
markings as requested.
-signs within visibility splays to be 
relocated - paid by applicant
-signs in poor condition to be 
replaced with new - paid by 
applicant

SBD2 SERVICE 
BAY LAYOUT

8000
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turning /
reversing area

for vehicles with
trailers - to be
designated as

no parking

Landscaping of mix of bushes and 
trees tp screen new stable / barn at 
rear of property. Species to be a 
random mixture of beech, silver birch 
and rowan.

Any trees (within a period of five years 
from planting) die, removed or 
become seriously damaged or 
diseased shall be replaced in the 
following season

Applicant has agreed to comply with 
all CNPA recommendations.

no obstructions with visibility splays ie 
fences / heading higher than 0.85m 
and to be maintained at max 0.85m 
height

applicant to pay / cover cost for 
new road signage and road 
markings as requested.
-signs within visibility splays to be 
relocated - paid by applicant
-signs in poor condition to be 
replaced with new - paid by 
applicant
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new beech 
hedge enclosing 
small garden

12ft wide wild flower meadow

strips either side of access

road planted as compnsation

12ft wide wild flower meadow

strips either side of access

road planted as compnsation

new stock fence

planting of additional

beech, ash & elder

or light standards

woodland belt, 10m wide / deep /stock fenced

beech, birch, alder, holly , ash & gean

transplants planted at average 2m c/c's.

managment proposals to be put in place to cover future thinning

to provide stable and attractive woodland in wider landscape

planting of additional

beech, ash & elder

woodland belt, 10m wide / deep /stock fenced

beech, birch, alder, holly , ash & gean

transplants planted at average 2m c/c's.

managment proposals to be put in place to cover future thinning

to provide stable and attractive woodland in wider landscape

3m grass strip (to be cut / maintianed)
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double row beech and hawthorn hedge, 1m wide, stock fenced

double row beech and hawthorn hedge, 1m wide, stock fenced

low level 750mm high natural stone dyke
at entrance set 500mm back from layby
edge (with 500mm grvel verge between

tarmac and wall)

native woodland thicket
planting, 5 -10m wide,

birch, willow, alder and aspen,
planted at average 2m c/c's.

managment proposals to be put in
place to cover future thinning

to provide diverse native woodland

buildings,
shiplapshiplapshiplapshiplapshiplap

coveringcoveringcovering / / / felt felt felt felt /  roof
above ground ground ground ground timber timber timber timber timber
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surface water drainage to
soakaway formed within field
to BRE Digest 365, min. 5m

from buildings and boundaries
plus min 10m from road

native woodland thicket
planting, 5 -10m wide,

birch, willow, alder and aspen,
planted at average 2m c/c's.

managment proposals to be put in
place to cover future thinning

to provide diverse native woodland

native woodland thicket
planting, 5 -10m wide,

birch, willow, alder and aspen,
planted at average 2m c/c's.

managment proposals to be put in
place to cover future thinning

to provide diverse native woodland
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