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Parking 

New Gate
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Viewpoint

Underground
Tank

New gate

Ciste Campervan Boundary plan
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New gate.

Railed perimeter fence.

Location of chemical tank and associated safe grid 
chamber for discharge into the tank.

Litter and recycling point.

Under ground clean water pipe.

Walking route to mountain paths.

Planning extents site boundary
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Triangular heavy duty vehicle barrier

7000mm Entrance
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1200mm
Access space

ST2 Concrete

Existing tarmacadam surface

Post centres altered for each gate location

Camper van Entrance / Exit gate 6600 mm

Right hand opening for prevailing Southerly winds

Slam post and lock
reversed 180

Opening position post 
located perpendicular to railed fence

Treated rails 38 x 100 x 4800mm
Local sawmill supplier.

Treated pointed post driven.
Fully rounded - 120mm to 150mm x 2000mm. 

Perimeter pitches 
numbered using dibond signage
attached to rail.
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Gate Post speci�cation
150mm x 150mm RHS

Gate speci�cation 
150x100mm
Galvanised 
Fluro orange snow gate �nish.

summer walker car park gate 4880 mm

Ciste Campervan Parking 
from May till 31st October

2021 Balfour Beatty
Helicopter Compound
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Fencing will be similar to existing railed fence in Coire Cas
Shown in image.

G1

G1
New gate
Coded
Entry

New gate

Camper van 
Drive Over discharge area into safe grid.

Excavated material from underground tank
contoured around recycling point. 
(all excavations reused on site).

Existing tarmacadam surface.

Existing Type1 aggregate surface
smoothed and top �nish levelled 
to existing tarmacadam as and when 
required.

Recycling 
and waste disposal.

Daily removal to segregated secured skips to prevent wind dispersal. 

Seperated removable wheeled bins 
within a treated timber structure. 

To be the same speci�cation as the 

existing structure in Coire Cas car park. 

Vehicle Barriers / Seating 
Removable in Winter for snow clearing.

Speci�cation similar to existing seating shown, 
angled steel channel box with mesh. 
Distances between cubes allowing pedestrian 
access, movable when required.

 

Cairn Gorm granite �lled cubes

Half logs for seating where required



Parking 
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Viewpoint
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New gate

Ciste Campervan Parking 
from May till 31st October

New gate
Coded
Entry

New gate

Ciste Campervan Signage plan

Existing directional signage retained.

Old signage pole renewed with directional sign 
for Ciste campervan overnight parking and
directional arrow to summer hillwalking car park. 
600 x 800 mm dibond.
Maximum height 1800mm
above ground level Signage retained with information updated

for hill walker car parking.

Signage retained with information updated
for hill walker car parking.

New sign at entrance gate for Ciste camper van parking.
Dibond sign 1000 x1200mm 

New sign at recycling waste point.

posts 150mm diameter x 1800mm above ground level,

New sign at chemical discharge tank.

posts 150mm diameter x 1800mm above ground level,

Maximum height 2000 mm above ground level.




